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WIWA INJECT 2K |
1 401 5 GX MATERIALS BASIC EQUIPMENT

e 2K injection resins e 2K high pressure dosing pump
e Polyurethane resins e Maintenance unit
e Silicate resins e Suction system

OUR COMPACTS I .
e PUR injection foam resins )
e 2 x Pressure gauge at material outlet

The small and compact WIWA INJECT ¢ PUR combination injection resins,

: 16
2K 14015 GX offers more flow rate due to e PUR injection resins * 2xMaterial hoses 7.5 m %
the short design of the material pump. e PUR cast foam resins ¢ Relief for A and B component

This makes it a strong alternative for 1:1

reaction resins and foams. The force- *  Injection foams 2K mixing unit with flush function
controlled system makes it process-safe * Acrylic gels (RS version) via component A consisting of:
even under hard conditions. As standard,

it is equipped without a flush pump and the AREAS OF APPLICATION * 2xhballvalve

mixing unit is flushed via the A-component. e 2 x Large diameter check valves

e Building pit waterproofin
HIeIng Pk WaTerprocting e Mixing tube with 6 x grid mixer

e Large material inlets and check valves e Subsoil injection/soil consolidation )

for viscous materials e Cavity filling * Whip 0,3 m
* Easy maintenance . Sub t horizontal barri e Sliding coupling and hydraulic
e Easy and fast cleaning ubsequent horizontal barrier mouthpiece

e Sewer rehabilitation « Bottle of release agent

e Surface and curtain injection (RS version) «  Operating manual with spare parts list

e 2K crack injection

Technical data INJECT 2 K 14015 GX INJECT 2 K 14015 GX  INJECT 2 K 14015 GX

Output per cycle 144 cm?® 144 cm?® 144 cm?®

Pressure ratio 15:1 15:1 15:1

Max. air inlet pressure 8 bar/116 psi 8 bar/116 psi 8 bar/116 psi

Max. operating pressure 120 bar71740 psl 120 bar/1740 psi 120 bar/1740 psi Chassis, height adjustable_ Chassis, height adjustable Readable injection pressures

Weight 26 kg 29 kg 45 kg for both components e «-‘—‘._\ ’6
Version N, G N, F RS, F

Order No. 0669323 0670489 0670198

Quick commissioning
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ATEX version: Can be used in the explosion-proof area.

N = Normal steel galvanized, not stainless i

36 :
RS = Stainless steel, rust and acid resistant  F = Chassis G = Frame et SR R S
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Your project deserves it.

Accessories for o e omes
WIWA INJ ECT 2K 1401 5 GX Suction line NW13 for double pump injection

Suction line 0669523 system - blue

Suction line 0671169 Suction line NW13 for double pump injection

_ system - red
Height adjustable Mounting kit funnel 0670546 Mounting kit feed tank for Inject
chassis
. Compressed air regulator 0663775 Compressed air regulator G 1/4“ complete
Air motor Halter fir
Mischeinheit Mounting kit oiler / antifreeze 0671029 Mounting kit oiler for injection system
Mounting kit condensate- 0668329 Mounting kit filter for injection system mini

water separator

Holder for suction line )8 Stroke counter 0670950 Stroke counter complete with holder
Compressed air. Pressure gauge 0655128 Pressure gauge V2A / neutral glycerine filling
regulator

Hose package 0669539 Hose package unheated 7,5 m RS 1x 1/4“ NPSM

blue / 1x 1/4“ NPSM red

Air inlet Suction line
Hose 7,5 m 1/4“ NPSM blue Material hose NW6 1/4“ NPSM 7,5 m, 410 bar,
0613819
A-component RS, blue
Hose 7,5 m 1/4“ NPSM red Material hose NW6 1/4“ NPSM 7,5 m, 410 bar,
0670246
B-component RS, red
Mixing unit 2K N 0669555 Mixing unit G1/4“ - DN6 - with static mixer
Ball valve for mixing unit 2K N 0646988 Ball valve G 1/4“ I/l
. - . Extension complete d=9.4 Static mixer for standard
Pressure Extension mixing section 0671626 mixing unit
gauge Mixing element 0645308 Mixing element plastic
Return Whip 0,3 m 0669787 Material hose NW 6/410-1/4“ - 0,30 RS
Connection nipple 0218820 Double nipple NPS 1/4“-M 10x1
Material pumps - . . -
Sliding coupling 90° 0669301 Sliding coupling angular 90°, for nipple M1 Aluminium

Protective hose

Sliding coupling angular 90° for nipple M1 (16 mm)
Sliding coupling 90° 0672169 (connection lateral) connection M10x1, with gasket blue
passage bore: 4 mm

Mixing unit
Static mi Sliding coupling straight 0641199 Sliding coupling M10 x 1 straight version
atic mixer
Sliding coupling straight for nipple M1 (16 mm)
Hose Sliding coupling straight 0672168 (connection frontal) connection: M10x1, with gasket
whi blue passage bore: 4 mm
. ’ Hydraulic mouthpiece M10x1 IG 4 jaws
Hydraulic mouthpiece 0411302 chrome-plated (Replacement seal 0660477)
s Sliding coupling
'L;-L/ Gun 0668657 Injection gun complete WIWA Gun 250 D

N = Normal steel galvanized, not stainless
38 RS = Stainless steel, rust and acid resistant Quick release pliers 0668559 Quick release pliers R1/4 (A), 4 mm
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