2K Solutions

WIWA INJECT
2K 230

ROBUST, POWERFUL, SAFE

The WIWA INJECT 2K 230 is our versatile
2K injection system with high delivery rates
and a maximum operating pressure of 240
bar. Due to the positive control and always
the same switching points, you get the
perfect dosage. In addition to the standard
mixing ratio of 1:1, over 100 other mixing
ratios are possible by exchanging the
material pumps. Suitable for aqueous

as well as viscous materials.

e Fast commissioning, easy maintenance,
easy and quick cleaning

e Long hose lengths can be adapted

e Large flow rate

e Large material inlets and check valves
for viscous materials

e Low wear due to fixed packings

e Large selection of different suction
systems configurable

* On request also available with Steck O
components available

MATERIALS

N-Version:

e 2K injection resins

e Polyurethane resins

e Silicate resins

¢ PUR injection foam resins

e PUR combination injection resins
e PUR injection resins

e PUR casting foam resins

* Injection foams

RS-Version:
e Acrylic gels
e 2K injection materials

* Injection foams

=WIWA

Your project deserves it.

AREAS OF APPLICATION

e Building pit waterproofing

e Subsoil injection/soil consolidation
e Cavity filling

e Subsequent horizontal barrier

e Sewer rehabilitation

e |deal for use in tunnels and
underground for void filling and
anchor bonding.

BASIC EQUIPMENT

e 2K high pressure dosing pump in
steel galvanized or stainless steel
* Maintenance unit

e (Chassis or frame standing

e 2x Pressure gauge at material outlet

e Relief for A and B component

e Operating manual with spare parts list

e The stainless steel version includes a
flush pump PROFIT

Version frame standing Version frame lying Version Chassis

ATEX version: Can be used in the explosion-proof area.

N = Normal steel galvanized, not stainless RS = Stainless steel, rust and acid resistant

F = Chassis GS = Frame standing  GL = Frame lying * Without flush pump.
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Technical dat INJECT INJECT INJECT INJECT INJECT INJECT
echnicatdata 230030 230030 230032 230030 230030 230040
Output per cycle 194 cm® 194 cm?® 180 cm?® 194 cm® 194 cm?® 144 cm®
Pressure ratio 30:1 30:1 32:1 30:1 30:1 40:1
M ir inlet 8 bar/ 8 bar/ 8 bar/ 8 bar/ 8 bar/ 6 bar/ X
ax. air iniet pressure 116 psi 116 psi 116 psi 116 psi 116 psi 87 psi
M ti 240 bar/ 240 bar/ 256 bar/ 240 bar/ 240 bar/ 240 bar/ |- 2
ax. operating pressure 3480 bar | 3480 bar | 3712 psi | 3480 bar | 3480 bar | 3480 bar |
S
Mixing ratio 1:1 1:1 4:1 1:1 1:1 1:1 )
e
ik
Version N, GS N, F RS; GS RS, F RS, GS RS,GL* |
\
o
Order No. 0669709 0669708 0669710 0669711 0669712 0669713 \{i
h 11
Order No. complete unit R
(complete unit with ASL, hose on request | 0669992 on request 0669993 on request | onrequest |
package, mixing unit) -
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Accessories for
WIWA INJECT 2K 230

Compressed air
regulator for dosing
pump and flush pump

Compact
Chassis

Device for
antifreeze oiler,
condensation water

separator and
stroke counter

Suction line

Air motor

Flush pump
(RS Version)

Lubricant
container

Pressure gauge

Relief ball valve

Material pumps

N = Normal steel galvanized, not stainless

RS = Stainless steel, rust and acid resistant

=WIWA

Your project deserves it.

Accessories Order No. Description
L Suction line complete NW25 - PVC clear - G1 1/4“ >
Suction line up to 200 | drum 0669820 Small/large containers
N Suction line complete NW25 - PVC clear - G1 1/4“ ->
Suction line IBC 0669847 S60 x 6 (IBC)
Suction line for 68 | plastic 0670111 Feed complete (1:1) with return, frame and
barrel with frame 2 x 68 | drum, MP connection: 1 1/4*
Feed 146.03,7 N lete with tion h
Feed pumps 200 | drum (quantity 2) 0663455 2eQempump ,7 N complete with connection hose
. Flush pump small containers 33:1 RS complete with
Flush pump PROFIT for N Version 0669718 DLR for Inject 230/333 (1 x Output)
. ) . Protective grille complete for mining system
Protective grille for frame versions 0669630 (width 635 mm)
Attachment kit condensate- Attachment kit filter for injection system
0670850 L
water separator (with air motor 230)
Stroke counter 0646640 Stroke counter complete with holder
INJECT GUARD 0669958 Electronic recording unit for 2K Inject systems
Hose package 15m unheated, 1 x NW 10
Hose package NW10 - (3/8“) RS 0671007 330 bar blue PA -RS- G3/8“ (A-Comp.), 1 x NW 10 330
with flushing bar red PA -RS- G3/8“ (B-Comp.), 1 x NW 6 410 bar blue
PA -RS- 1/4* NPSM (flush), Protective hose
Hose package 15 m unheated, 1 x NW 10 330 bar blue
Hose package NW10 - (3/8“) RS PA -RS- G3/8“ (A-Comp.), 1 x NW 10
with flushing for INJECT GUARD 0671008 330 bar red PA -RS- G3/8“ (C-Komp.), 1 x NW 6
(230er) 410 bar blue PA -RS- 1/4“ NPSM (flush) with
cable for sensor on the mixing unit
Hose package 15 m unheated, 1 x NW 10
p 330 bar blue PA -RS- G3/8“ (A-Comp.), 1 x NW 10 330
Hose package NW10 - (3/8“) RS 0669766 bar red PA -RS- G3/8* (B-Comp),
Protective hose
Mixing unit complete -N- G3/8“ - DN11 with hose and
Mixing unit Standard 2K 3/8“ N 0669748 static mixer without flushing device for 2K injection
system
. . “ Mixing unit complete with hose, static mixer,
M':;:nf? urr:.lt Standard 2K 3/8" RS 0669611 flushing device for component A and B for
with Tiushing injection system
Mixi it Iniect Guard with flushi Mixing unit complete with static mixer and
S/g!nlgsum nject Guard with Tlushing | p569600 separate rinsing with volume recording
for components A and B for 2K injection system
Sliding coupling angular 90° for nipple M1 (16 mm)
Sliding coupling 90° 0672169 (connection lateral) connection M10x1, with gasket blue
passage bore: 4 mm
Sliding coupling straight for nipple M1 (16 mm)
Sliding coupling straight 0672168 (connection frontal) connection: M10x1, with gasket blue

passage bore: 4 mm
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